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Descriptions

Description

extra long description
Long Description
Product Type

Special Features

Manufacturer Information

Brand
GTIN

Manufacturers Part Number

UPC

Category Description
Type

Trade Size

Trade Size

Packaging

Carton
Package
Weight Per each
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e 691DC2 3/8" Double Strap Conn
YR Bridgeport Fittings

Catalog Number 691DC2
Manufacturer Bridgeport Fittings
Description Connector, Strap Type, Duplex, Zinc Die Cast, Size K.O. 1/2 Inch.
Weight per unit 12.0 (Ibs/each)
Product Category BX, MC, Armored Cable Fittings

Features
angle 180 Deg
Connector Type Duplex
Material Zinc Die Cast
media Yes
Number of Conductors 1 Cable

Material, Color, and Finish
Finish Ball burnish

Dimensions and Weight
Size 3/8

3/8" DOUBLE STRAP CONN

BPT 691-DC2 3/8" DBL STRAP DUPLEX C

Connector, Strap Type, Duplex, Zinc Die Cast, Size K.O. 1/2 inch.
3/8" DBL Strap Duplex Conn

Hcf/Hcfmci-A

Bridgeport
00781747156914
691-DC2
781747156914

Taxonomies, Classifications, and Categories

FORM 7, 8, CONDULETS, COVERS, & GASKETS
CONNECTOR

3/8

20
200
11.95
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Uses, Certifications, and Standards
Application Recommended cable types for connecting 14/2 (.42" min)to 10/3
(.61" max) armored or metal clad cable or HCF to box or
enclosure. AC/MC/MCI-A

standard UL



