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CMiade 83561 1/2 LB Hot Block 6PK

% : Rectorseal

Catalog Number
Manufacturer
Description
Weight per unit
Product Category

Descriptions
Description
extra long description

Long Description
Product Type

Manufacturer Information
Brand

GTIN
Manufacturers Part Number
UPC

83561

Rectorseal

1/2 LB Hot Block
0.8750 (Ibs/each)
Paint, Chemicals, Etc.

1/2 LB HOT BLOCK 6PK

BLUE COLOR; HOT BLOCK TO BLOCK DIRECT AND CONDUCTIVE
HEAT TRANSFER ON ANY SURFACE OR METALS WHEN BRAZING,
SOLDERING OR WELDING APPLICATION; 8 OUNCE CONTAINER
CAPACITY; REUSABLE, NON-TOXIC, NON-FLAMMABLE, ODOR
FREE, BIODEGRADABLE FEATURES; HOT BLOCK[R] BRAND;
BOILING POINT 100 DEG C; VAPOR PRESSURE 2.37 KILOPASCAL
AT 20 DEG C; SHELF LIFE UNLIMITED

1/2 LB HOT BLOCK

Heat Absorption Putty

Rectorseal
00021449835602
83561
021449835602

Taxonomies, Classifications, and Categories

Category Description
Packaging

Carton

Package

Weight Per each

HVACR Chemicals

0.875



