
                                                            Ebinger Manufacturing Co                                                                
                                                         “The Race for Quality and Value Has No Finish Line” 

 

 
Description:  FLEXIBLE VINYL DUCTS 

 
Vinyl ducting is flexible, easy to handle. Polyvinyl chloride is self-bonded 
to heavy wire helix - no adhesive to dry out, no delamination, no deep 
corrugations to restrict airflow. Marked every foot for easy 
measurement. Finished in white; easily washed. 
 

Status: Active 

 
 
 

       
    

 
 
 
 
 
 
 

For further technical information, please contact us. 
 

   Ebinger Manufacturing Co                                                                        Hours: 8AM-5PM EST 
   7869 Kensington Ct.                                                                                   Monday-Friday 
   Brighton, MI 48116                                                                                     Phone (248)486-8880 
                                                                                                                           Fax (248)486-8080 
                                                                                                                           emc48116@hotmail.com 

NAED# Part# Description Barcode# Weight 

19069 EH38V 3”X8’ FLEXIBLE VINYL DUCT – NOT MARKED EVERY FOOT 718205190692 

 
0.5 LBS 

19066 EH48V 4”X8’ FLEXIBLE VINYL DUCT – NOT MARKED EVERY FOOT 718205190661 

 
0.5 LBS 

19068 EH320V 3”X10’ FLEXIBLE VINYL DUCT 718205190685 

 
0.5 LBS 

19067 EH420V 4”X20’  FLEXIBLE VINYL DUCT 718205190678 

 
0.5 LBS 

19065 EH350V 3”X50’  FLEXIBLE VINYL DUCT 718205190654 

 
0.5 LBS 

19064 EH450V 4”X50’  FLEXIBLE VINYL DUCT 718205190647 

 
0.5 LBS 
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