
10650 West Airport Suite 100
77477-0000, TX Stafford
Phone: 281-879-4911
Fax: 281-879-8596

SEU403PCS Seu 4/0-4/0-4/0-3 Alu PCS
King Wire Inc.

Catalog Number SEU403PCS
Manufacturer King Wire Inc.
Description Aluminum Building Wire, Flame Retardant;Sunlight Resistant

Additional Information, Wet/Dry and Interior Wiring Application,
Aluminum Alloy Conductor Material, 4/0-4/0-4/0 Awg Conductor
Size, 205 A Current Rating, Polyethylene Insulation Material,
Metal Free Polyvinyl Chloride (PVC) Jacket Material, Made In Usa,
+90 °C Maximum Operating Temperature, 19 (Phase) -
Conductors, 0.857 X 1.445 In Outside Diameter, Strand
Solid/Strand, Directive 2002/95/Ec;Federal Specification JC-30B
Nec;Nec Nfpa 70, 2011 Edition

Weight per unit 0.7710 (lbs/ft)
Product Category Seu

Descriptions
Description                   SEU 4/0-4/0-4/0-3 ALU PCS

Manufacturer Information
Brand                         Aluminum

Taxonomies, Classifications, and Categories
Category Description          SERVICE ENTRANCE - SEU & SER

Packaging
Carton 1
Weight Per foot 0.771


