
Product specifications

Eaton STL8

Catalog Number: STL8 

Eaton Crouse-Hinds series STL thread lubricant, Effective and 
stable from -20°F to +300°F, 8 oz can

General specifications

Eaton Crouse-Hinds series STL thread 

lubricant

STL8

782274614250

2.5 in 4.5 in

2.5 in 0.59 lb

Product Name Catalog Number

UPC

Product Length/Depth Product Height

Product Width Product Weight
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Certifications and compliances

Hazardous/Classified Locations

NEC/CEC

Product specifications

8 oz can

Effective and stable from -20°F to +300°F

Resources

Crouse-Hinds series STL and HTL Thread Lubricants catalog page

IF 1795 - STL8 Thread Lubricant Safety Data Sheet

Eaton Specification Sheet - STL8

Area classification

Standards type

Type

Special features

Catalogs

Material safety data sheet (MSDS)

Specifications and datasheets

https://www.eaton.com/us/en-us.html
https://www.linkedin.com/company/eaton/
https://twitter.com/eatoncorp/
https://facebook.com/eatoncorporation/
https://www.youtube.com/EatonVideos
https://www.eaton.com/content/dam/eaton/products/conduit-cable-and-wire-management/crouse-hinds/catalog-pages/crouse-hinds-stl-htl-lubricants-catalog-page.pdf
https://www.eaton.com/content/dam/eaton/products/conduit-cable-and-wire-management/crouse-hinds/instruction-sheets/crouse-hinds-if1795-instruction-sheet.pdf
https://www.eaton.com/us/en-us/skuPage.STL8.pdf

