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1556HDG 2" RT Ang CLMP
Topaz - Southwire LLC

Catalog Number 1556HDG
Manufacturer Topaz - Southwire LLC
Description Conduit Support, Right Angle Type; Malleable Iron (Clamp), Steel

(Bolt and Nut) Material; Hot Dip Galvanized Finish; Ul 2239
Approval; 25 Per Case Standard Package; 2 Inch Trade Size; 2 Inch
(Rigid/Emt) Conduit Size

Weight per unit 0.8500 (lbs/each)
Product Category Rigid Conduit Fittings - Steel

Features
Conduit Size                  2 INCH (RIGID/EMT)
Material                      MALLEABLE IRON (CLAMP), STEEL (BOLT AND NUT)

Material, Color, and Finish
Finish                        Hot Dip Galvanized

Descriptions
Additional Information        APPLICABLE STANDARD NEMA FB 1, FEDERAL SPECIFICATION

A-A-50553
Commodity Description         Rigid Conduit Fittings - Steel
Description                   2" RT ANG CLMP
extra long description        RIGHT ANGLE TYPE; MALLEABLE IRON (CLAMP), STEEL (BOLT AND

NUT) MATERIAL; HOT DIP GALVANIZED FINISH; UL 2239
APPROVAL; 25 PER CASE STANDARD PACKAGE; 2 INCH TRADE
SIZE; 2 INCH (RIGID/EMT) CONDUIT SIZE; APPLICABLE STANDARD
NEMA FB 1, FEDERAL SPECIFICATION A-A-50553

Long Description              CONDUIT SUPPORT, RIGHT ANGLE TYPE; MALLEABLE IRON
(CLAMP), STEEL (BOLT AND NUT) MATERIAL; HOT DIP
GALVANIZED FINISH; UL 2239 APPROVAL; 25 PER CASE
STANDARD PACKAGE; 2 INCH TRADE SIZE; 2 INCH (RIGID/EMT)
CONDUIT SIZE

Product Type                  Conduit Support

Manufacturer Information
Brand                         Topaz - Southwire LLC
Manufacturers Part Number     1556HDG

Taxonomies, Classifications, and Categories
Category Description          BEAM, RA, EDGE, & PARALLEL CLAMPS
Type                          RIGHT ANGLE
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Trade Size
Trade Size                    2 INCH

Packaging
Carton 1
Standard Package              25 PER CASE
Weight Per each 0.85

Uses, Certifications, and Standards
Approval                      UL 2239


