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1683490000 Zdu 2.5/4AN SW Terminals

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Descriptions
Description

Manufacturer Information
Brand

Weidmuller, Inc.

1683490000

Weidmuller, Inc.

Feed Through Terminal, 24 A Current Rating, Insulated, Black
Insulation Color, Wemid Insulation Material, 12 Awg Maximum
Conductor Size, +120 °C Maximum Operating Temperature, 800
V Maximum Voltage Rating, 26 Awg Minimum Conductor Size,
-50 °C Minimum Operating Temperature, 4 - Conductors, 3.13
In;79.5 MM Overall Height, 1.516 In;38.5 MM Overall Length,
0.201 In;5.1 MM Overall Width, 100 PC Package Quantity, IEC
60947-7-1;Rohs Compliant, Klippon(R) Sub Brand, Feed-Through
Terminal Terminal Type, 11.88 G We

0.0300 (Ibs/each)

Terminal Blocks & Accessories

ZDU 2.5/4AN SW TERMINALS

Weidmuller, Inc.

Taxonomies, Classifications, and Categories

Category Description
Packaging
Carton

Package
Weight Per each

TERMINAL BLOCKS POWER DIST BLOCKS

100
0.03



