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Eiliada 289 3-1/2" Steel Lock Nut

uin!ir : Topaz - Southwire LLC

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material

Dimensions and Weight
Diameter
Thickness

Descriptions
Commodity Description
Description
extra long description

Long Description

Product Type

Manufacturer Information

Brand

289

Topaz - Southwire LLC

Rigid Conduit Lock Nut, Steel Material; 8 Tpi Threaded
Installation; 4.2 Inch Diameter; 0.19 Inch Thickness; 25 Per Case
Standard Package; 3-1/2 Inch Trade Size

N/A

Rigid Conduit Fittings - Steel

Steel

4.2 Inch
0.19 INCH

Rigid Conduit Fittings - Steel

3-1/2" STEEL LOCK NUT

ZINC PLATED STEEL MATERIAL; 8 TPI THREADED INSTALLATION;
UL (CANADA AND US) APPROVAL; 4.2 INCH DIAMETER; 0.19 INCH
THICKNESS; 25 PER CASE STANDARD PACKAGE; 3-1/2 INCH
TRADE SIZE; CORROSION RESISTANT; THREAD PITCH SIZE 3.892
TO 3.904 INCH; USED ON IMC/RIGID CONDUIT

RIGID CONDUIT LOCK NUT, STEEL MATERIAL; 8 TPI THREADED
INSTALLATION; 4.2 INCH DIAMETER; 0.19 INCH THICKNESS; 25
PER CASE STANDARD PACKAGE; 3-1/2 INCH TRADE SIZE

Rigid Conduit Lock Nut

TOPAZ ELECTRIC CORP

Taxonomies, Classifications, and Categories

Category Description

Trade Size
Trade Size
Packaging
Carton
Standard Package
Weight Per each

Uses, Certifications, and Standards

Installation

Fuses & Fuse Accessories

3-1/2 INCH

1
25 PER CASE
0

8 TPl Threaded



