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FIGURE 1 FIGURE 2

NOTES:
TINPLATED 6061-T6 ALUMINUM ALLOY.1.
UL LISTED 90 C FOR COPPER AND ALUMINUM CONDUCTOR.2.

NSI
PART #

FIG 
#

WIRE RANGE 
AL/CU

HEX
SIZE L H W A B C D

MAX
TIGHTENING

TORQUE
IN/LBS

6T 1 #6 - 14 SLOT 1.06 .50 .50 .25 .69 .10 1/4 45
2T 1 #2 - 14 SLOT 1.16 .55 .50 .31 .69 .10 1/4 50
0T 2 1/0 - 14 3/16" 1.47 .79 .63 .44 .85 .19 1/4 120

2/0T 2 2/0 - 14 3/16" 1.47 .79 .63 .44 .85 .19 1/4 120
250T 2 250 - 6 5/16" 2.00 1.02 .88 .47 1.13 .22 5/16 275
300T 2 300 - 6 5/16" 2.00 1.13 .88 .50 1.00 .25 5/16 275
350T 2 350 - 6 5/16" 2.25 1.13 .99 .50 1.25 .25 3/8 275
500T 2 500 - 4 3/8" 2.75 1.41 1.20 .63 1.63 .31 3/8 375
600T 2 600 - 2 3/8" 3.18 1.51 1.38 .63 1.93 .38 3/8 375
800T 2 800 - 300 1/2" 3.25 1.69 1.44 .63 1.88 .44 1/2 500

1000T 2 1000 - 350 9/16" 3.25 1.88 1.69 .75 1.75 .44 1/2 600
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