
PRoPoLyMeRS®

Description Product
Number UPC Code Master

Pack
Master Pack
Size (HxWxD)

Cubic
Feet

Pack
Weight MSRP

26

www.streamlight.com

3C	–	Waterproof,	non-conductive	polymer	flashlight	with	
clip.	Features	tailcap	“on-off”	switching	and 
Xenon	bulb.	Uses	3	C	alkaline	batteries.

 MSHA

3C without alkaline batteries. Yellow 33254 080926-33254-6 12 14½ x 6 x 12½ .541 6.6 lbs. 47.00 
Blister	packaged.

3C without alkaline batteries in box. Yellow 33250 080926-33250-8 12 14½ x 6 x 12½ .541 6.6 lbs. 47.00

3C LeD	–	Waterproof,	non-conductive	polymer	flashlight	
with	clip.	Features	10	LEDs.	Tailcap 
“on-off”	switching.	Uses	3	C	alkaline	batteries.

 MSHA

3C LeD	with	White	LEDs	 Yellow	 33202 080926-33202-7 12 14¼ x 6 x 12½ .541 6.6 lbs. 60.00 
without	alkaline	batteries.	 Black	 33302 080926-33302-4 
Blister	packaged.

3C LeD	with	Blue	LEDs	 Yellow	 33212 080926-33212-6 12 14¼ x 6 x 12½ .541 6.6 lbs. 60.00 
without alkaline batteries. 
Blister	packaged.

3C LeD	with	White	LEDs	 Yellow	 33200 080926-33200-3 12 14¼ x 6 x 12½ .541 6.6 lbs. 60.00 
without	alkaline	batteries	in	box	 Black	 33300 080926-33300-0

3C Lux	–	Waterproof,	non-conductive	polymer	flashlight	
with	clip.	Features	high	flux	LED.	Tailcap	“on-off”	
switching.	Uses	3	C	alkaline	batteries.

   

3C Lux Div 2 without alkaline batteries. Yellow 33244 080926-33244-7 12 14¼ x 6 x 12½ .541 7.8 lbs. 70.00 
Blister	packaged.	 Black	 33344 080926-33344-4 

3C Lux Div 1	with	White	LED	 Yellow	 33602 080926-33602-5 12 14¼ x 6 x 12½  .541 7.8 lbs. 75.00 
without	alkaline	batteries.	Blister	packaged.	 Black	 33702 080926-33702-2

3N – Compact, waterproof, non-conductive polymer 
flashlight.	Features	3	LEDs.	Tailcap	“on-off”	switching.	
Uses	3	“N”	alkaline	batteries.

   

3N	with	White	LEDs	and	alkaline	batteries.	 Yellow	 62202 080926-62202-9 12 11 x 4¾ x 10 .247 2.4 lbs. 28.00 
Blister	packaged.		 Black	 62302 080926-62302-6

3N	with	Blue	LEDs	and	alkaline	batteries.	 Yellow	 62212 080926-62212-8 12 11 x 4¾ x 10 .247 2.4 lbs. 28.00 
Blister	packaged.

See Ratings Below

Intrinsic safety for hazardous locations

3C
Class I, Div. 1, Group C&D;
Class I, Div. 2, Groups A, B, C, D;
Class II, Div. 2, Groups F&G;
Class III, T3A

3C LED
Class I, Div. 1, Group D;
Class I, Div. 2, Groups A, B, C, D;
Class II, Div. 2, Groups F&G;
Class III, T3C

3C Lux Div 1
Class I & II, Div. 1, Groups C, D, F&G;
Class I, Div. 2, Groups A, B, C, D;
Class III, T4

3C Lux Div 2
Class I & II, Div. 2, Groups A, B, C, D;
Class II, Div. 2, Groups F&G;
Class III, T5

3C
Class I, Div. 2, 
Groups A, B, C, D;
Class II, Div. 2, Groups F&G;
Class III, T3A

3C LED
Class I, Div. 2, Groups A, B, C, D;
Class II, Div. 2, Groups F&G;
Class III, T3C

3C Lux Div 2
Class I, Div. 2, Groups A, B, C, D;
Class II, Div. 2, Groups F&G; 
Class III, T5

3C, 3C LED 
Permissible for use in Gassy Mines,
Methane/air only. Appr. No. 10C-658-0

MSHA

3C Lux Div 1 
Permissible for use in Gassy Mines,
Methane/air only. Appr. No. 
20-A060002-0

MSHA

Meets applicable European Community Directives

3N
Intrinsic Safety for Haz. Loc.
Class I, II, Div. 1, Groups A, B, C, 
D, F, G; Class III, T4A

3N
Intrinsic Safety for Haz. Loc.
Exia Class I, II, Div. 1, Groups A, 
B, C, D, F, G; Class III, T4A


