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Features:
• Features Color-Keyed® identification system
• Chamfered barrel design helps eliminate wire

hang-ups and maximizes crimp area

—
Material / Finishes:
• High conductivity wrought aluminum / Electro tin

plated

—
Installation Tools:
• Hydraulic Tools:

– TBM6H*, TBM12***, 13100A***, TBM15I, 21940
• Battery Operated Tools:

– BPLT6BSCR*, BPLT62BSCR*, BLT14BSCR,
BPLT15BSCR

– TBM8-750,** TBM8-750BSCR**, TBM8-750M-1**

*up to 500 Navy, **up to 750MCM, ***up to 900MCM

—
Conforms to:
• UL 486 A, UL486 B
• CSA C22.2 No. 65-18
• RoHS3 (Restriction of Hazardous Substance)

– European Directive 2011/65 and Commission
Delegated Directive 2015/863

—
Table data:
• 8 AWG to 1250 kcmil

Long barrel aluminum splices for 
wire termination of copper 
conductors ranging from 8 AWG to 
1250 kcmil

Certifications / Standards:

3-Part Specification: 26 05 83.12
End User Tools
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Splices, standard barrel
8 AWG to 1250 kcmil 

https://electrification.us.abb.com/installation-products-csi-master-format
http://tnb.abb.com/pub/en/node/258


—
Splices, standard barrel
8 AWG to 1250 kcmil

Product selection and dimensions
Part no. Cable size Wire Size Dimensions (inches) Die Code Die Color

Flex Class G, H, I, K, M A ±0.062 E Nominal 

54504 8 AWG 37/24 = 14.9 kcmil, #8 Weld 1.00 0.27 21 Red   □□

54505 6 AWG 61/24 = 24.6 kcmil, #6 Weld, 133/.014 1.00 0.30 24 Blue   □□

54506 4 AWG 91/24 = 36.7 kcmil, 133/.0177, 49/.029 1.00 0.37 29 Gray   □□

54507 2 AWG 125/24 = 50.4 kcmil, #4 Weld 1.25 0.41 33 Brown   □□

54508 1 AWG 150/24 = 60.5 kcmil, 175/24 = 70.6 kcmil, 
#2 Weld, 133/.0223

1.50 0.47 37 Green   □□

54509 1/0 AWG 225/24 = 90.8 kcmil, #1 Weld, 133/.0254 1.63 0.52 42 Pink  □□

54510 2/0 AWG 275/24 = 111 kcmil, 1/0 Weld, 427/.0155, 
133/.0282

1.75 0.57 45 Black  □□

54511 3/0 AWG 325/24 = 131 kcmil, 2/0 Weld, 133/.0316, 
259/.0227, 427/.0177

1.75 0.63 50 Orange  □□

53962 375/24 = 179 kcmil, 133/.0355, 
259/.0255, 427/.0199

1.81 0.70

54512 4/0 AWG 450/24 = 182 kcmil, 3/0 Weld, 703/.0154 1.88 0.70 54 Purple  □□

54513 250 kcmil – 2.25 0.77 62 Yellow  □□

53964 – 550/24 = 222 kcmil, 4/0 Weld, 133/.0399, 
259/.0286, 637/.0183

2.13 0.79

54514 300 kcmil – 2.13 0.83 66 White   □□

54515 350 kcmil – 2.25 0.90 71 Red   □□

54516 400 kcmil – 2.75 0.93 76 Blue   □□

53968 – 1100/24 = 444 kcmil, 500 Weld, 
259/.0417, 427/.0325, 703/.0253

3.00 1.13 87 Brown   □□

54518 500 kcmil – 2.75 1.11

54520 600 kcmil – 3.00 1.18 94 Green   □□

54522-TB 700 kcmil – 3.25 1.23 99 Pink  □□

53969 – 1325/24 = 535 kcmil, 427/.0342 3.00 1.24

54523-TB 750 kcmil – 3.00 1.30 106 Black  □□

54528 1000 kcmil – 3.63 1.50 125 N/A

54530 1250 kcmil — 4.13 1.67 140

Note: Product must be installed in accordance with applicable national and local electrical codes.
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—
We reserve the right to make technical 
changes or modify the contents of this doc-
ument without prior notice. With regard to 
purchase orders, the agreed particulars 
shall prevail. ABB does not accept any 
responsibility whatsoever for potential 
errors or possible lack of information in this 
document.

We reserve all rights in this document and in 
the subject matter and illustrations con-
tained therein. Any reproduction 
– in whole or in part – is forbidden without 
prior written consent of ABB. © 2022 ABB 
Installation Products Inc. and/or its related 
companies.  All Rights Reserved.

2

http://tnb.abb.com/pub/index.php
tnb.ca.abb.com
https://new.abb.com/contact-centers

