S~

ErLLioTT ELECTRIC SUPPLY 2:2sanpr e

Phone: 936-569-7941

We Deliver...Lower Cost, Quality Products, & Personal Service  Fax: 936-560-4685

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Descriptions
Description
extra long description
Long Description

Product Type
Special Features

Manufacturer Information
Brand
GTIN
UPC

o 613 2" Conduit Piston
Greenlee Textron

613

Greenlee Textron

2" Conduit Piston For Use With Blower or Vacuum Power Fishing
System to Pioneer The Line Through The Conduit Run. Flexible
Foam Body For An Air-Tight Seal. Color-Coded End Disk With
Embossed Size Markings For Fast, Easy Selection. Strong Steel
Center Rod With Loops On Both Ends. Pistons Available For All
Types and Sizes Of Conduit 1/2" Through 6". Standard Pack Of 6.
0.6400 (Ibs/each)

Bits, Parts, Accessories

2" CONDUIT PISTON

GRN 613 PISTON,2" CONDUIT

2" Conduit piston for use with blower or vacuum power fishing
system to pioneer the line through the conduit run. Flexible
foam body for an air-tight seal. Color-coded end disk with
embossed size markings for fast, easy selection. Strong steel
center rod with loops on both ends. Pistons available for all
types and sizes of conduit 1/2" through 6". Standard pack of 6.
Piston, 2" Conduit

Use with blower or vacuum power fishing system to pioneer the
line through the conduit run. Flexible foam body for an air-tight
seal. Color-coded end disk with embossed size marking for fast
easy selection. Strong steel center rod with loops on both ends.
Pistons available for all types and sizes of conduit 1/2" - 6".

GREENLEE
00783310165118
783310165118

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Package
Weight Per each

PULL LINE, ROPE, CARRIERS
Foam piston for all conduit types

0.64
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Uses, Certifications, and Standards
Application Use with blower or vacuum power fishing system to start conduit
run.
Capacity 21n



