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Levels & M
easuring Tools

WARNING: Always wear approved eye protection. 
All dimensions are in inches and (millimeters) unless otherwise specified.

WARNING: 931-6RE and 9317RE brass bolt contains lead, a 
chemical known to the State of California to cause cancer, and birth 
defects or other reproductive harm. Wash hands after handling.

9" Torpedo Level

Additional Features:

•	 Easy to read vials set for measurements  
at 0, 30, 45 and 90 degrees.

•	 Machined billet aluminum design.

Cat. No. Overall Length Weight (lbs.)

932-9RE 9" (229 mm) .46

932-9RE

9330RE
9317RE

6" Electrician’s Level

Additional Features:

•	 Unique 3-point design holds securely to conduit.

•	 For use in measuring bends in conduit.

•	 Machined billet aluminum design.

Cat. No. Overall Length Weight (lbs.)

931-6RE 6" (152 mm) .325

931-6RE

Electrician’s Levels

Accu-BendTM Level
Additional Features:

•	 Ensures precise 90° bends.

•	Eliminates dog legs  
in conduit bends.

•	3 points of contact for  
superior hold to conduit.

•	 Relaxed V-Groove accepts up to 1" conduit.

•	Solid aluminium frame for extreme durability.

•	Powerful Rare Earth magnets.

Cat. No. Overall Length Weight (lbs.)

9317RE 6" (152 mm) .162

9" Torpedo Lighted Level

Additional Features:

•	 Lights up for maximum visibility.

•	 10-minute auto shut-off saves battery life.

•	Includes 2 AAA batteries.

•	 Water and impact resistant.

•	 Easy to read vials set for measurements  
at 0, 45 and 90 degrees.

•	 Machined billet aluminum design.

Cat. No. Overall Length Weight (lbs.)

9330RE 9" (229 mm) .525

NEW! NEW!




