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AMC75 3/4" Ez-Lock Cord Connector
Bridgeport Fittings

Catalog Number AMC75
Manufacturer Bridgeport Fittings
Description E-Z Lock Connector
Weight per unit 0.1180 (lbs/each)
Product Category BX, MC, Armored Cable Fittings

Features
angle 180
Connector Type E-Z Lock®
Material Steel
media Yes
Number of Conductors 1 Cable

Material, Color, and Finish
Finish Zinc Coated

Dimensions and Weight
Size 3/4

Descriptions
Description 3/4" EZ-LOCK CORD CONNECTOR
extra long description BPT AMC-75 3/4" E-Z LOCK ASSY
Features Think Orange: Meet the Steel Spec and Speed the Installation

with the EZ-Lock Snap-in Connector.
Long Description E-Z Lock Connector
Product Type 3/4" E-Z Lock Assy
Special Features HCF

Manufacturer Information
Brand Bridgeport Fittings
GTIN 00781747205711
Manufacturers Part Number AMC-75
UPC 781747205711

Taxonomies, Classifications, and Categories
Category Description CORD CONNECTORS & CORD GRIPS
Type CONNECTOR

Trade Size
Trade Size 3/4
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Packaging
Carton 25
Package 100
Weight Per each 0.118

Uses, Certifications, and Standards
Application Bridgeport Fittings EZ-Lock 3/4 inch steel connector

recommended for cables with an O.D. of .56 - .81 or 10/3 to 6/3 
Listed for use with steel and aluminum Flexible Metallic Conduit
(FMC) in 1/2 inch trade size.  Listed for use with Metal Clad (MC)
and A

standard cULus
Temperature Rating 105?°C


