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ENCLOSURE PRINT POCKET

PART NO.: AMPRINTPOCKET
Easy to install in the field• 
 Store prints or other important documents inside the enclosure• 
 Grey polystyrene print pocket for large JIC Series, Control Series,• 

   and Empire Series enclosures
 Two-sided adhesive tape pre-applied to print pocket• 
Size: 9.375 in (H) x 10.375 in (W) x 1.045 in (D)• 

           238 mm (H) x 264 mm (W) x 27 mm (D)

ENCLOSURE VENTILATION KIT

PART NO.: AMVENTSM & AMVENTLG
Grey polyamide material• 
Use with JIC Series enclosures - Install two per enclosure• 
Installation instruction sheet included• 
Seal included in kit to ensure raintight enclosure protection• 
Two vents per kit for field installation allows for sufficient air circulation• 

   and prevents condensation and moisture
Overall Dimensions:
AMVENTSM; 1 in (25 mm) x 1.125 in (29 mm) and requires .75 in (19mm) through hole
AMVENTLG; 2 in (51 mm) x 2.675 in (68 mm) and requires 1.156 in (29 mm) through hole

PART NO.: AMPFA1000, AMPFA2000, and AMPFA3000
Three sizes covering large JIC Series, Control Series, and Empire Series enclosures• 
 Non-metallic made from strong ABS-FR, self-extinguishing material (UL 94 VO)• 
Snap-in design allows for hardware-free installation• 
 Gaskets included provide a NEMA 12 seal against the enclosure• 
 Filter cover comes standard in light grey RAL 7035 color• 
 Installation instruction sheet included• 
 Replaceable filter material provides for 73% filtration efficiency• 
Filter density is standard 150 (g/m2)• 
 See back page for more ordering information• 
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