
Product specifications

Eaton CSDS4A4CY2205

Catalog Number: CSDS4A4CY2205 

Eaton Photoelectric Sensor Connector Cable, Global Plus, 
Accessory, Sensor connectivity, Micro-style straight female, DC, 4-
wire, 22 AWG, 16.4 ft, 4 pin, PVC, 320V

General specifications

Eaton Global Plus connector cable CSDS4A4CY2205

782116056828 196.8 in

0.58 in 0.58 in

0.9 lb 1 year

UL Listed  

CSA Certified

Product Name Catalog Number

UPC Product Length/Depth

Product Height Product Width

Product Weight Warranty

Certifications

https://www.eaton.com/us/en-us.html


defaultTaxonomyAttributeLabel

Accessory

196.8 ft

-13° to 176°F (-25° to 80°C)

Polyvinyl Chloride (PVC)

Micro-style straight female

4

#22 AWG

IP67

320 V

Global Plus

Sensor connectivity

DC

4

Resources

Eaton's Volume 8—Sensing Solutions

Volume 6: Solid-State Motor Control

Eaton Specification Sheet - CSDS4A4CY2205

Type

Cord length

Operating Temperature

Cable type

Connection

Number of wires

Wire size

Environmental rating

Input voltage

Series

Switch type

Power consumption

Number of pins

Catalogs

Specifications and datasheets

https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&Rendition=Primary&dDocName=CA08100010E
http://www.eatoncorp.com.au/ecm/groups/public/@pub/@oceania/@elec/documents/content/pct_362877.pdf
https://www.eaton.com/us/en-us/skuPage.CSDS4A4CY2205.pdf
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