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DC112011NBA20N 3HP 230V 3PH 10.5A IP20 F2
Eaton Corp

Catalog Number DC112011NBA20N
Manufacturer Eaton Corp
Description 00786685858760|0786685|786685858760|78668585876|85876|DC1

12011NB A20N|DC112011NBA20N|DC1-12011NB-A20N|DC1
IP20 240V 1PH In/3PH Out 3HP, 10.5A|Cutler Hammer DC1
12011NB A20N|Cutler Hammer DC112011NBA20N|Cutler
Hammer DC1-12011NB-A20N|Cutler-Hammer, Inc DC1 12011NB
A20N|Cutler-Hammer, Inc DC112011NBA20N|Cutler-Hammer,
Inc DC1-12011NB-A20N|Eatin DC1 12011NB A20N|Eatin
DC112011NBA20N|Eatin DC1-12011NB-A20N|Eaton / Cutler
Hammer DC1 12011NB A20N|Eaton / Cutler Hammer
DC112011NBA20N|Eaton / Cutler Hammer DC1-12

Weight per unit 4.6 (lbs/each)
Product Category Ac Drives

Features
amperage rating Used with DC1 and DA1 variable frequency drive
dimensions 5.9800 IN X 4.2100 IN X 9.0900 IN

Descriptions
Description 3HP 230V 3PH 10.5A IP20 F2
Long Description 00786685858760|0786685|786685858760|78668585876|85876|DC1

12011NB A20N|DC112011NBA20N|DC1-12011NB-A20N|DC1
IP20 240V 1PH IN/3PH OUT 3HP, 10.5A|CUTLER HAMMER DC1
12011NB A20N|CUTLER HAMMER DC112011NBA20N|CUTLER
HAMMER DC1-12011NB-A20N|CUTLER-HAMMER, INC DC1
12011NB A20N|CUTLER-HAMMER, INC
DC112011NBA20N|CUTLER-HAMMER, INC
DC1-12011NB-A20N|Eatin DC1 12011NB A20N|Eatin
DC112011NBA20N|Eatin DC1-12011NB-A20N|Eaton / Cutler
Hammer DC1 12011NB A20N|Eaton / Cutler Hammer
DC112011NBA20N|Eaton / Cutler Hammer DC1-12

Product Type DC1 IP20 240V 1PH In/3PH Out 3HP, 10.5a

Manufacturer Information
Brand Eaton
GTIN 00786685858760
Manufacturers Part Number DC1-12011NB-A20N
UPC 786685858760

Taxonomies, Classifications, and Categories
Category Description DRIVES



2310 N. Stallings Dr. 
75964-0000, TX Nacogdoches
Phone: 936-569-7941
Fax: 936-560-4685

Availability
Manufacturer Status Inactive

Packaging
Carton 1
Weight Per each 4.5999

Uses, Certifications, and Standards
Application Used with DC1 and DA1 variable frequency drive
standard UkrSepro,cUL Certified,EN 60529,EN 61800-3,EN 61800-5-1,UL

Listed,RoHS Compliant,CE Marked,C-Tick Compliant


