
Catalog # ESL-CL-INSTALL-2018-V5
ESL Vision, LLC 2018

CL SERIES
CL Installation Guide

SAFETY PRECAUTIONS:SAFETY PRECAUTIONS:

1. TURN OFF ELECTRICAL POWER BEFORE STARTING INSTALLATION OF LAMPS.

2. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON 
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

1. TURN OFF ELECTRICAL POWER BEFORE STARTING INSTALLATION OF LAMPS.

2. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON 
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.
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STEP 3: Be sure to remove the existing ballast if there is one and discard according to local laws and 
regulations. Please see proper wiring diagram above.

STEP 4: Screw in the CL lamp in to the receptacle and make sure it is not loose.

STEP 5: Apply warning label stating “ This luminaire has been modified and can no longer operate the 
originally intended lamp”.
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