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Application
FS-1000 is a commercial quality, intumescent, non-
combustible fire, smoke, and draft stopping sealant for
penetrations and construction voids. A water-based, non-
corrosive, non-toxic, odorless compound that withstands
3000º F for 8 hours. FS-1000 can be safely removed with
soap and water prior to curing. Unopened containers are
not affected by freeze/thaw cycles or seasonal storage up
to 160° F and have an expected shelf life of one year. FS-
1000 adheres to most construction materials including
ceramics, composites, masonry, metal, plastic, and wood.
Paintable and sandable.

Product Information
 

 
Certifications & Codes:

UL File Number: R25422
UL Standard: UL 723
UNSPSC: 46191503

Catalog ID: FS-1000

UPC Number: 78174700738

Description: Commercial Intumescent Firestop

Application: FS-1000 is a commercial quality, intumescent,
non-combustible fire, smoke, and draft stopping sealant for
penetrations and construction voids. A water-based, non-
corrosive, non-toxic, odorless compound that withstands
3000º F for 8 hours. FS-1000 can be safely removed with
soap and water prior to curing. Unopened containers are not
affected by freeze/thaw cycles or seasonal storage up to
160° F and have an expected shelf life of one year. FS-1000
adheres to most construction materials including ceramics,
composites, masonry, metal, plastic, and wood. Paintable
and sandable.

Country of Manufacture: USA

Std Pkg Qty: 12

Unit Qty: Bulk
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