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Fluke.Keeping your world
up and running.

Accessories Compatiblity Chart

(1) Requires 80TK   (2) Requires 80AK   
For detailed specification for Current Clamps
see the Test Tools Catalog

ToolPak™ Magnetic
Meter Hanging Kit
■ Kit includes durable

hanger clips (2), hook and
loop straps (2 lengths), 70
Series adapter and strong
magnet

■ Combine components to
meet most hanging needs

■ Attaches to back of many
Fluke meters, including
110, 170, 180 Series, 
80 Series IV DMMs, 
725 Process Meter and 
70 Series III DMMs
(w/adapter) and 50 Series II Digital Thermometers

LockPak™ Meter 
Locking Accessory
■ Kit includes a meter locking

accessory 
■ Attaches to back of 80 Series IV

DMMs and 725 Process Meter to
help deter theft

■ Accepts most common locks 
(not included)

ScopeMeter® Accessories
■ Fluke's ScopeMeter team has assembled a full line of

accessories to improve the utility of your ScopeMeter. 
To learn more about software, test probes and current
probes with BNC connectors, cases, and other items not
included in this brochure, call 1-800-44-FLUKE (U.S.
and Canada), send for our ScopeMeter Accessory
Brochure, literature number 1629076 or log onto
www.fluke.com/ScopeMeter.

Process Tool Accessories
■ The Process Tool product line includes a broad selection

of pressure modules, battery packs, pressure pumps, 
temperature probes and cases not included in this
brochure. For more information call 1-800-44-FLUKE
(U.S. and Canada), send for our Process Tools Accessory
Brochure, literature number 1265833 or log onto
www.fluke.com/ProcessTools.

Miscellaneous
Automotive
■ Fluke offers an extensive selection of automotive acces-

sories, including test leads, voltage, current, pressure,
vacuum and temperature probes, cases and holsters. 
For more information call: 1-800-44-FLUKE (U.S. and
Canada) or visit our website at www.fluke.com.

Batteries, Chargers and Adapters
■ Fluke offers a variety of battery packs, battery chargers

and ac adapters for Fluke meters. For more information
call 1-800-44-FLUKE (U.S. and Canada) or visit our web-
site for www.fluke.com.

Fuses
■ Replacement fuses for Fluke DMMs are available from

your distributor in 440 mA, 500 mA, 630 mA, 1A, 2A, 3A,
11A, and 15A values. To order direct from Fluke call 
1-888-99-FLUKE (U.S.) or contact your distributor.

Model Fuse Requirements
21/23/75/77-II P/N 871173; 630 mA 250V in series

with either 871202; 3A 600V fuse or
fusible resistor; R20 - DO NOT SUB-
STITUTE FOR R20. P/N 892583; 15A
600V fuse. Also recommended replace-
ment for units with a fused 10A input
using a 20A fuse.

21-III/75-III P/N 871173; 630 mA 250V and P/N
803293 11A 1000V fuse

76/29/79-II P/N 871207; 1A 600V fuse and 
83/85/87 P/N 892583; 15A 600V fuse
(S/N < 65650001)
25/27 P/N 871173; 630 mA 250V fuse in series

with P/N 871202; 3A 600V fuse. For
units with 10A input using a 20A fuse,
use P/N 892583; 15A 600V fuse. 27
CAT III S/N >7247001; P/N 943121 440
mA; 1000V fuse and P/N 803293; 
11A 1000V fuse.

45 (S/N < 7211001) P/N 871181; 550 mA 250V fuse and P/N
892583; 15A 600V fuse

73-II and 73-III P/N 892583; 15A 600V fuse
863/865/867/867B P/N 943121; 440 mA 1000V fuse
83/85/87 and P/N 803293; 11A 1000V fuse
(S/N > 65650001)
87-IV/89-IV/187/189
83-III/85-III/87-III/87E-III
23-III/77-III/26-III/79-III
175/177/179
111/112 P/N 803293; 11A 1000V fuse
712/713/714/715/ P/N 686527; 125 mA 250V fuse
716/717/718

Cat I
Electronic

Cat II
Appliances,

PCs, TVs

 Cat I
• Electronic  
 equipment
• Low energy  
 equipment
 with transient  
 limiting
 protection

 Cat II
• Outlets and  
 long branch  
 circuits
• All outlets at  
 more than  
 10m (30 ft)  
 from Category  
 III source
• All outlets 
 at more than  
 20m (60 ft)  
 from Category   
 IV source

 Cat III
• Feeders and short   
 branch circuits
• Distribution   
 panel devices

• Heavy appliance   
 outlets with “short”   
 connections to   
 service entrance

 Cat IV
• Outside and service  
 entrance
• Service drop from   
 pole to building
• Run between meter   
 and panel
• Overhead line to   
 detached building
• Underground line to  
 well pump

Cat III
MC Panels, etc.

Cat IV

Service
Entrance

Meter

Service
Entrance

Service
Entrance

Meter
Outbuilding

OutbuildingTransformer

Underground Service

Underground Service

The increased occurrence and levels of
transient overvoltages in today’s power
systems have given rise to more strin-
gent safety standards for electrical
measurement equipment. Transients
that ride on top of power sources
(mains, feeders or branch circuits) can
trigger a sequence of events that may
lead to serious injury. Test equipment
must be designed to protect people
working in this high-voltage, high-
current environment.

The International Electrotechnical
Commission (IEC) specifies overvoltage
categories for an electrical distribution
system based on the distance from the
power source and the natural dampen-
ing of transient energy as it travels
through the system. As you move close
to the power source (higher category
number), a higher level of protection is
required.

Demarcation between Installation
Categories III and IV is arbitrarily
taken to be at the meter or at the
mains disconnect (ANSI/NPPA 
70-1990 [2], Article 230-70) for 
low-voltage service, or at the 
secondary of the service transformer
if the service is provided to the user
at a higher voltage.

For more information, see ISA-
8582.01-1994, Annex J. Source
ANSI/IEEE C6241-1991

New 
Accessories 
from Fluke

Cases and 
Holsters

*included with the 12B and 16
**53, 54 only

Current Temperature Cases and Holsters Test Leads Specialty

Universal Accessories

7-300/7-600 ■ ■ ■ ■ ■ ■ ■ ■ ■

10/11/12/12B ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■* ■ ■ ■ ■ ■ ■ ■

110/111/112 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

16 ■ ■ ■ ■ ■ ■ ■ ■ 2 ■ 2 2 2 ■ ■ ■ ■ ■ ■ ■ ■ ■* ■ ■ ■ ■ ■ ■ ■ ■

21/23/26  ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

75/77/79

27 ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

70/73 73 ■ 73 73 ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

175/177 ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

179 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ 2 ■ ■ ■ 2 2 2 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

83/85/87 III ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

87/89 IV ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ 2 ■ 2 2 2 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

187/189 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ 2 ■ 2 2 2 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

45 ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ dc

867 ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ dc

39/41B ■ ■ ■ ■ ■ ■ ■ ■

43 ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

90 Series ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

123 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

190 Series ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

50S/50D ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

51/52/53/54 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■**

61 ■

65 ■ ■ ■ ■

321/322 ■ ■ ■ ■ ■

333/334/335/ ■ ■ ■ ■ ■ ■

336/337

705/707 ■ ■ ■ ■ ■ ■ ■ ■ ■

712/713 ■ ■ ■ ■ ■

714 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

715 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

716/717 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

718 ■ ■ ■ ■ ■

725 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

741/743 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

744 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

787/789 ■ ■ ■ ■ ■ ■ ■ ■ ■ 1 ■ ■ ■ 1 1 1 ■ ■ ■ ■ ■ ■ ■ 787 789 789 ■ ■ ■ ■ 789 ■ ■ ■

T3/T5 ■ ■ ■
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Fluke’s cases, current clamps, leads,
probes and temperature accessories
work with most popular meters. Even 
if you don’t own a Fluke meter, you
frequently can use Fluke accessories
with your non-Fluke meters. It’s like
one-stop shopping for all your test and
measurement needs.

Dual Rated

Many Fluke test leads are safety
rated1000 V CAT III and 600 V CAT IV
to assure that they adhere to the same
safety standards as Fluke’s meters.
Check your accessories. Be sure their
rating meets or exceeds the rating of
your multimeter.

Premium Cases
C510 Leather Meter Case
■ Oiled leather with stitched and 

riveted construction
■ Holds most Fluke DMMs, thermo-

meters and process meters

C520A Leather Tester Case
■ Oiled leather with stitched and 

riveted construction
■ Holds Fluke T3 and T5 Electrical Testers

C530 Leather Accessory Case
■ Split leather with top zipper
■ Large enough to hold a meter plus

accessories

C550 Tool Bag
■ Rugged fabric case with metal

frame and heavy duty 
zipper and straps

■ Water resistant with several inside
and outside pockets

Vinyl and Nylon Cases
C12A
■ For 110, 111, 112, 12 and 16

C23
■ For 32X clamps, i200/i200s, 10 series

and other small instruments or 
accessories

C25
■ Holds most DMMs and process meters

C33
■ For 33X clamps, T5 testers

C43
■ Zippered carrying case with inner

front pocket, removable handle/
shoulder-strap

■ Ideal for large meters

C50
■ Designed for 50 Series thermometers

C90
■ Holds DMMs up to 180 Series and all

process meters

C125
■ Zippered carrying case with 

detachable external pouch

C789
■ Large fabric carrying case with 

3 compartments, removable handle
and shoulder strap

Clamp Meter Holsters
Rugged fabric holster includes flap for
lead storage and built-in belt loop.
■ H3 for Fluke 330 Series Clamp Meters
■ H5 for T3 and T5 Electrical Testers

Hard Cases
C20 Meter Case (Small)
■ Heavy duty case with carrying handle

and accessories storage compartment
■ Top cover snaps onto back to serve as

tilt stand

C100 Universal Carrying Case
(Large)
■ Heavy duty polypropylene case with

carrying handle
■ Suitable for most Fluke DMMs with

accessories

C800 Meter & Accessory Case
(Medium)
■ Heavy duty polypropylene case with

carrying handle
■ Smaller than C100

Multimeter Holsters
Snap-on holsters protect meters from
rough handling. Flex-Stand™ allows
meter to hang, lean or stand for 
convenience and best viewing.
■ C10 Holster for 16 and 10 Series

Meters
■ C70Y and C70G Holsters for 73 and

other 70 Series Meters
■ C81Y and C81G Holsters fit 87 and

other 80 Series Meters 

International 
Safety Standard 
for Test Leads and
Accessories

H5 C81Y

C90

C20

C550

C510

C43

C23

C789

C100

C800

dc




