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H000X025H1M 1/4" 22-18AWG WHT HS Wire Label Cass
Panduit Corporation

Catalog Number H000X025H1M
Manufacturer Panduit Corporation
Description The Pxe™ Military-Grade Polyolefin Continuous Heat Shrink

Labels Can Be Cut-to-Length. The Fast-Loading Cassette Includes
Both Label Material and Ribbon For Easy Label Changing.
Compatiable With Easy-Mark™ Labeling Software. For Use With
MP75, MP100, MP200, MP300, MP500 and MP550 Printers.
Shrink Ratio 3:1. 0.26" W X 8.2' L (6.6 MM X 2.5M) Cable
Diameter 0.043" - 0.134" (1.1 MM - 3.4 MM) Color White.

Weight per unit 1.6 (lbs/each)
Product Category Tools & Testers

Features
Material                      Polyolefin
media                         Yes
Shrink Ratio                  3:1
Temperature Range             257

Material, Color, and Finish
Color                         White

Dimensions and Weight
Width                         0.27

Descriptions
Description                   1/4" 22-18AWG WHT HS WIRE LABEL CASS
extra long description        PAN H000X025H1M PXE™ Heatshrink Lab
Long Description              The PXE™ Military-Grade Polyolefin Continuous Heat Shrink

Labels can be cut-to-length. The fast-loading cassette includes
both label material and ribbon for easy label changing.
Compatiable with Easy-Mark™ Labeling Software. For use with
MP75, MP100, MP200, MP300, MP500 and MP550 Printers.
Shrink ratio 3:1.  0.26" W x  8.2' L (6.6 mm x 2.5m) Cable
diameter 0.043" - 0.134" (1.1 mm - 3.4 mm) Color White.

Product Type                  Pxe™ Heatshrink Label, Po, Mil Grade, 6.6 MM X 2.5 M, White

Manufacturer Information
Brand                         PANDUIT
GTIN 00613056776029
Manufacturers Part Number     H000X025H1M
UPC 613056776029
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Taxonomies, Classifications, and Categories
Category Description          HEAT/COLD SHRINK
Type                          Heat Shrink Label

Packaging
Carton 1
Weight Per each 1.575

Uses, Certifications, and Standards
standard                      UL224 VW-1 Flammability File E516748, RoHS Compliant


