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Catalog Number
Manufacturer
Description

Weight per unit
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Descriptions
Description
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Manufacturer Information
Brand
GTIN
UPC

\ L8400C 8.9" Black Uv Rated Cable Tie
Abb Installation Products, Inc

L8400C

Abb Installation Products, Inc

Cable Tie, Intermediate Style, Weather-Resistant Nylon 6.6
Material, Black, 8.46 In Length, 0.0625 In (Minimum);2.0 In
(Maximum) Bundle Diameter, 0.14 In Width, Weather Resistant,
Uv Resistant, 0.05 In Thickness, 40 LB/178 N Tensile Strength,
+185 °F Operating Temperature, 0.005 LB

0.0050 (Ibs/each)

Cable Ties & Wraps

8.9" BLACK UV RATED CABLE TIE
ABB L-8-40-0-C CABLE TIE 40LB 8 IN

Catamount
00728494918204
728494918204

Taxonomies, Classifications, and Categories

Category Description
Type
Availability
minimum gty
Packaging
Carton
Weight Per each

Uses, Certifications, and Standards
Application

standard

Screws, Bolts, Staples, Jack Chains, Washers & TY-Raps
UV Resistant Black

100

100
0.005

Cable ties are primarily used to cinch wires and cables together
to form a neat and organized bundle
UL E49405 / UL E49405



