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Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material

Descriptions
Description
extra long description

Manufacturer Information
Brand
GTIN
sub brand
UPC

; P LR50DCG 1/2" LR Alu FM5 Cond W/C&G

LR50DCG

Appleton/Oz Gedney

Conduit Outlet Body, Epoxy Powder Coated, 1/2 In Trade Size,
Threaded Connection, 4.35 Cu.In Capacity, 90 ° Angle, 1/2 In Hub
Size, 4.40 In Length, 2.06 In Width, 1.64 In Height, 0.3 LB/Ea
0.3000 (Ibs/each)

Alum

Die-Cast Aluminum

1/2" LR ALU FM5 COND W/C&G
EGS LR50DCG 1/2 THD ALUM LR BDY CVR

Appleton
00687855000746
NEER
687855000746

Taxonomies, Classifications, and Categories

Category Description
Type

Packaging
Carton

Package
Weight Per each

Uses, Certifications, and Standards
standard

FORM 5 CONDULETS, COVERS, & GASKETS
Conduit Body

10
50
0.3

UL Standard: 514A; UL Listed: E53330; CSA Standard: C22.2 No.
18.3; CSA Certified: 208044; NEMA: FB-1



