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(j M4214483 Quickflag Labels Polyester 2" X 1" BK/WH
: Brady Worldwide, Inc.

Catalog Number M4214483
Manufacturer Brady Worldwide, Inc.
Description Quickly Flag Wires and Cables With The B-483 Quickflag™ Label

Material, Featuring A Tapered Design to Prevent Mismatched
Edges. Print AlImost Anywhere With A Brady Portable Label
Printer. Specialized — Patent Pending Designed With A Tapered
Adhesive Side to Create Easy-to-Apply One-Sided Wire and Cable
Flags Without Mismatched Edges or Exposed Adhesive. Durable
— Made With A Tough Polyester Material That Resists Abrasions,
Temperatures Of -40 to 248° F (-40 to 120° C), and Solvents Such
As Fuel, Oil and Wat

Weight per unit 0.3400 (Ibs/each)

Product Category Builders Products
Features

dimensions 2inHXx1inW

labels per package Cartridge of 140 Labels

Material Polyester

Temperature Range -40 °F - 248 °F
Material, Color, and Finish

Color Black on White

Finish Gloss
Dimensions and Weight

Height 2

Size 2inHx1inW

Thickness 0.004

Width 1
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Descriptions
Description
extra long description
Features

Long Description

Product Type
Short Description
Special Features

Manufacturer Information
Brand
GTIN
Manufacturers Part Number
UPC

QUICKFLAG LABELS POLYESTER 2" X 1" BK/WH

BRADY M4-214-483 QuickFlag™ Lbls 2x

Quickly flag wires and cables with the B-483 QuickFlag™ label
material, featuring a tapered design to prevent mismatched
edges. Print almost anywhere with a Brady portable label printer.
Quickly flag wires and cables with the B-483 QuickFlag™ label
material, featuring a tapered design to prevent mismatched
edges. Print almost anywhere with a Brady portable label printer.
Specialized — Patent pending designed with a tapered adhesive
side to create easy-to-apply one-sided wire and cable flags
without mismatched edges or exposed adhesive. Durable —
Made with a tough polyester material that resists abrasions,
temperatures of -40 to 248° F (-40 to 120° C), and solvents such
as fuel, oil and wat

Quickflag™ LBLS 2X1 BK/WT RL/140

QuickFlag Lbl 2x1 BK/WT RL/140

Aggressive Adhesive;Heat Resistant;Low Temperature

Brady®
00888434593929
M4-214-483
888434593929

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Weight Per each

Uses, Certifications, and Standards
Application

standard

Printers and Labeling
Label

1
0.34

Asset Tracking;Barcode Labeling;Component and Equipment
Labeling;Data and Telecommunications Labeling;Electrical
Labeling;General Identification;Inventory and Inspection Labeling
ASTM B 117;ASTM D 1000;ASTM D 2979;ASTM G 155;CSA
Approved;UL Recognized



