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PLT1.5IC2 Red Nylon Cable Tie
Panduit Corporation

Catalog Number PLT1.5IC2
Manufacturer Panduit Corporation
Description The PLT1.5I-C2 Cable Tie Provides Reliable Bundling For Routing

and Organization With Clear Visual Identification. Intermediate
Cross Section, 5.6 In (142MM) Long With 40 LB (178 N) Minimum
Loop Tensile Strength and A 0.06–1.38 In (1.5–35MM) Bundle
Diameter Range. It Is Red Nylon 6.6 For Consistent Routing and
Identification. Operating Range -76 to 185°F (-60 to 85°C). Use
With GTS-E, GS2B-E, and PTS Tools. STD. PKG. Qty. 100.

Weight per unit 1.0 (lbs/each)
Product Category Cable Ties & Wraps

Features
media                         Yes
Tensile Strength              40

Dimensions and Weight
Length                        5.6
Thickness                     0.05
Width                         NA

Descriptions
Description                   RED NYLON CABLE TIE
extra long description        PAN PLT1.5I-C2 Cable Tie, Red, PA6.
Long Description              The PLT1.5I-C2 cable tie provides reliable bundling for routing

and organization with clear visual identification. Intermediate
cross section, 5.6 in (142mm) long with 40 lb (178 N) minimum
loop tensile strength and a 0.06–1.38 in (1.5–35mm) bundle
diameter range. It is red Nylon 6.6 for consistent routing and
identification. Operating range -76 to 185°F (-60 to 85°C). Use
with GTS-E, GS2B-E, and PTS tools. Std. pkg. qty. 100.

Product Type                  Cable Tie, Red, PA6.6, 5.6"L (142MM), 40LB, PK100
Special Features              Indoor
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Manufacturer Information
Brand                         PANDUIT
GTIN 00074983547340
Manufacturers Part Number     PLT1.5I-C2
UPC 074983547340

Taxonomies, Classifications, and Categories
Category Description          Screws, Bolts, Staples, Jack Chains, Washers & TY-Raps
Type                          Premium Cable Tie

Packaging
Carton 100
Package 1000
Weight Per each 1

Uses, Certifications, and Standards
Application                   General
standard                      UL Recognized (File #E56854), UL 62275 Compliant (Type 2, 21),

RoHS Compliant


