
Product specifications

Eaton R9J3060FJ

Catalog Number: R9J3060FJ 

UL98, J-FRAME, 3POLE, 60AMP, J-FUSIBLE ROTARY,100KAIC

General specifications

Eaton rotary disconnect switch R9J3060FJ

786685408781 4.77 in

4.65 in 5.88 in

4 lb Eaton Selling Policy 25-000, one (1) year 

from the date of installation of the 

Product or eighteen (18) months from the 

date of shipment of the Product, 

whichever occurs first.

NFPA 79  

CE Marked

CSA Certified  

UL 98  

IEC Rated

Product Name Catalog Number

UPC Product Length/Depth

Product Height Product Width

Product Weight Warranty

Compliances Certifications
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Physical Attributes

Class J fuses

Three-pole

R9

Performance Ratings

60A

600 V

Miscellaneous

Switch Body

Resources

Eaton's Volume 5—Motor Control and Protection

R9J3_FJ 3D Model Xchange

R9J3_FJ 2D PDF

R9J3_FJ 2D Drawing Xchange

R9J3_FJ AutoCAD 2D Footprint

R9J3_FJ 3D Inventor

R9J3_FJ AutoCAD 2D Footprint (mm)

Switching Devices Flex Center

Eaton Specification Sheet - R9J3060FJ

Fuse class provision

Number of poles

Series

Amperage Rating

Voltage rating

Product Category

Catalogs

Drawings

Multimedia

Specifications and datasheets

https://www.eaton.com/us/en-us.html
https://www.linkedin.com/company/eaton/
https://twitter.com/eatoncorp/
https://facebook.com/eatoncorporation/
https://www.youtube.com/EatonVideos
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&Rendition=Primary&dDocName=CA08100006E
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ.stp_48666
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ.idw.pdf_54001
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ.dxf_64647
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ.dwg_24991
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ.ipt_21147
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=R9J3_FJ(mm).DWG_43310
https://www.youtube.com/watch?v=l6kYLolLAc4
https://www.eaton.com/us/en-us/skuPage.R9J3060FJ.pdf
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