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S61000CTFC 1" SS316 PVC Coated Flex Conduit
Calbrite

Catalog Number S61000CTFC
Manufacturer Calbrite
Description Stainless Steel 316 PVC Coated Flex Conduit 1" 25 Feet Long
Weight per unit 0.4340 (lbs/each)
Product Category Conduit & Raceways

Features
Bend Radius                   10.0
Inside Diameter               1.02
Material                      Stainless Steel - 316
outside diameter              1.3
Wall Thickness                0.79

Material, Color, and Finish
Color                         Gray
Finish                        PVC Coating
Jacket Material               GRAY PVC

Descriptions
Description                   1" SS316 PVC COATED FLEX CONDUIT
extra long description        CAL S61000CTFC 1 SS316 PVC CTD FLX
Features                      NEMA 4X Approved flexible coated stainless steel conduit can be

used for protecting electronic and electrical wires and cable.
Suitable for corrosive and wet environments, including pumps,
motors, HVAC systems, machine tools, electrical housings and
cabinetry. Good absorption of motion and vibration.

Long Description              Stainless Steel 316 PVC Coated Flex Conduit 1" 25 Feet Long
Product Type                  1 SS316 PVC CTD FLX Cond
Short Description             SS_PVC CTD FLEX_316

Manufacturer Information
Brand                         CALBRITE
GTIN 00847656085933
Manufacturers Part Number     S61000CTFC
UPC 847656085933

Taxonomies, Classifications, and Categories
Type                          Flex

Trade Size
Trade Size                    1
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Packaging
Carton 1
Weight                        0.434
Weight Per foot 0.434


