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Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material

Material, Color, and Finish
Clamp Material

Dimensions and Weight
Length

Descriptions
Description
extra long description
Long Description

Product Type

Manufacturer Information
Brand
GTIN

Manufacturers Part Number

UPC

SP24LC 2C #4 STR Long Stud Serv Post Conn

Panduit Corporation

SP24LC

Panduit Corporation

Bronze, Service Post Connector, #10 Sol-#4 STR, Stud Length

1.00", Male, Two Cable, Type SP2.

1.0 (Ibs/each)
Large Terminals & Connectors

High copper content hard drawn rod

Copper

1.16

2C #4 STR LONG STUD SERV POST CONN

PAN SP2-4L-C Service Post,Bronze,4

Bronze, service post connector, #10 SOL-#4 STR, stud length

1.00", male, two cable, type SP2.

Service Post, Bronze, 4 Long, 100PK

PANDUIT

00074983716623
SP2-4.-C
074983716623

Taxonomies, Classifications, and Categories

Category Description
Type

Packaging
Carton
Package
Weight Per each

SPLIT BOLTS

Grounding Connectors - Service Post, Male Stud, two-

Conductors

100
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Uses, Certifications, and Standards
Application Male Stud, For grounding two copper code conductors to steel

structures, busbars, or transformers or for tapping busbar with a
hex nut and washer
standard cULus Listed - 467, DB Rated



