
Product specifications

Eaton SPC150208Y1P

Catalog Number: SPC150208Y1P 

Surge Protection Device, SPC series, 150 kA, 120/208V Wye, 
NEMA 4X, Standard configuration

General specifications

Eaton SPC series surge protection 

device

SPC150208Y1P

786680217234

7.5 in 8.5 in

3.19 in 4 lb

10 year UL 1449

Product Name Catalog Number

UPC

Product Length/Depth Product Height

Product Width Product Weight

Warranty Certifications
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Surge protection device

Standard configuration

120/208V Wye

NEMA 4X

External side

150 kAIC

SPC

Resources

Eaton Surge Family Brochure

Eaton SPC Product Aid

Eaton SPC Instruction Manual

Eaton Specification Sheet - SPC150208Y1P

Eaton SPC Technical Data

Type

Special features

Voltage rating

Enclosure

Mounting Method

Interrupt rating

Series

Brochures

Installation instructions

Specifications and datasheets

Technical service bulletins

https://www.eaton.com/us/en-us.html
https://www.linkedin.com/company/eaton/
https://twitter.com/eatoncorp/
https://facebook.com/eatoncorporation/
https://www.youtube.com/EatonVideos
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=BR158002EN
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=PA158010EN
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=IB158007EN
https://www.eaton.com/us/en-us/skuPage.SPC150208Y1P.pdf
https://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=TD158030EN
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